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Figure 3 - Sensor Installation - Inside Steamroom
Steps to Install Sensor
1. Separate two wires of the cable (coming thru wall 

from the generator's ST-200C circuit board, 
terminal #2 and #4) Approximately 2", strip and 
twist approximately 1/2" of bare wire.

2. Take new sensor assembly and twist wires to wall 
cable and secure with wire nuts.

3. Peel off adhesive backing from sensor.

4. Carefully apply silicone sealant around rear edge.

5. Feed wires back into wall and press sensor firmly 
to the wall (be careful to align plate holes with 
anchor holes).

6. Install screws, snap chrome cover back in place.

7. Temperature sensor assembly must form a 100% 
water tight seal to seal to the wall using silcone 
supplied.

NOTE: Location of the sensor is as follows:
a) Single tier seating - 6 feet above floor.
b) Double tier seating - 7 feet above floor.

Mount the Temperature Control Panel outside of the 
steam room. Mount the Temperature Sensor Probe 
inside the steam room.

WARNING: All electrical power to the steam 
generator MUST be turned OFF before proceeding 
with installation.

B. CP-1 Control Package Rough-In

The 3 wire cable for Temperature Control Panel to 
be used during wiring of the ST200-C Solid State 
Temperature Control System is low voltage, 18 or 
22 AWG wire recommended. Every attempt should 
be made to match the color wire of the Temperature 
Control Potentiometer lead wires (P1 white, P2 
Black, and P3 Red) to the 3 wire cable.

1) Install a metal two-gang switch box rotated 90° 
(refer to Figure 4). Install an inverted strain 
relief clamp and feed the 3 wire cable into the 
two-gang box. Run the 3 wire cable from the 
switch box to the steam generator's location.

2) Install a two conductor cable from the area of 
the Temperature Sensor (Probe) to the steam 
generator's location. The Temperature Sensor 
(Probe) MUST be located inside the steam 
room. In steam rooms with single tier seating 
the Sensor should be located 6 feet above the 
floor, with two tier seating it should be 7 feet 
above the floor and in either case away from 

the steam head and steam room door. 

NOTE: A ⅝ inch hole should be provided so 
that the back end of the sensor and its wiring 
can be passed through the wall for installation 
found later in these instructions.

C. CP-1 System Control Package Installation

1) Temperature Sensor Probe (for installation 
inside the steam room)

a. Locate the 2 wire cable described in the 
Rough-In section.

b. Keeping the ⅝ inch hole centered, drill two 
¼ holes 2 inches apart. Insert 2-No. 8 
plastic anchors into drilled holes.

c. Follow Figure 3.

2) Temperature Control Panel (for installation 
outside the steam room)

a. Attach the 3 wires (P1, P2, and P3) from 
the Temperature Control Potentiometer to 
the 3 wire cable in the two-gang box. Make 
sure the colors of wire P1, P2, and P3 are 
attached to match the colors of the 3 wire 
cable to the potentiometer wire colors.



CABLE TO
STEAM GENERATOR

TEMPERATURE CONTROL
POTENTIOMETER

TEMPERATURE
FACE PLATE

NO. 6-32 x ¾" LONG
COUNTERSUNK HEAD
MACHINE SCREW
4 REQUIREDCONTROL

KNOB

P3 - RED
P2 - BLACK
P1 - WHITE

FIELD WIRING
CONNECTIONS
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b. Secure Temperature Face Plate to the 
two-gang box using four (4) machine 
screws (see Figure 4). 

IMPORTANT: Care must be taken to 
mount Temperature Face Plate properly.

3) System Control Module

a. Remove screws securing cover to System 
Control Module and remove cover (Figure 
5).

b. Feed the 3 wire cable through the top 
strain relief, three inches into the control 
module. Attach wires as shown in Figure 5.

c. Feed the 2 wire cable through the lower 
strain relief, three inches into the control 
module. Attach wires as shown in Figure 5.

d. Check that all connections are made in 
accordance with Wiring Diagram (see 
Figure 6).

e. Replace control module cover.

D. Steam Solenoid Valve

There is no installation required for the steam 
solenoid valve, it is factory installed and wired.

E. Operation

The temperature of the steam bath is regulated 
automatically by the ST200-C Temperature Control 
System which turns "ON or OFF," the Steam 
Solenoid Valve located on the steam generator 
allowing steam to enter the room.

Figure 4 - ST200-C Temperature Control Installation (Outside Steam Room)
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Figure 5 - System Control Module Wiring

CONTROL CABLE

NYLON
STRAIN RELIEF

SENSOR CABLE

COLOR CODED
FIELD WIRING

CONNECTIONS
(5 PLACES)

P3 - RED

S1 - GRAY

P2 - BLACK

S2 - GRAY

P1 - WHITE

STEAM SOLENOID VALVE

GREEN PILOT LIGHT
(LIT WHEN STEAM
SOLENOID IS
ENERGIZED)

RED PILOT LIGHT
(INCOMING POWER)

FROM TEMPERATURE
CONTROL (OUTSIDE
THE STEAM ROOM)

FROM TEMPERATURE
SENSOR (INSIDETHE

STEAM ROOM)

To increase the temperature, turn the knob on the 
Temperature Control Panel clockwise. The higher the 
number, the higher the setting (numbered 1 to 10).

To decrease the temperature, turn the knob counter-
clockwise.

Once a desired temperature setting has been estab-
lished there should be no further need for additional 
adjustments.

IMPORTANT: To check the function, two lights are 
provided on the exterior of the System Control Module 
located on the steam generator. The "Red Light" 
indicates there is electrical power to the Temperature 
Control Module. The "Green Light" indicates the Steam 
Solenoid Valve is energized.

CP-1 Control Package Models: HC-9 thru HC-18







SET TIME: Format 24h or am/pm
24h blinking, using +/- to select, then OK

SET TIME: Hour
Hour blinking, using +/- to select, then OK

SET TIME: Minute
Minute blinking, using +/- to select, then OK

SET TIME: Day
Day blinking, using +/- to select, then OK

SET PROGRAM: P01 / 
P02 / P03 OR P–
Using +/- to select, then 
OK to set ON/OFF 
times 
or
press Menu to 
terminate programming

P01 - 03, P–
Set switching times:
First free memory 
location blinks.
Press “-”  to go back 
one memory location.
Press OK for setting the 
Switching times.

Prog01
Set switching times:
First free memory 
location blinks.
Press OK for setting the 
switching times.

Menu

First Installation Setting Review / Adjust

NOTE:
P01-P03 
are pre-set

SET SWITCHING ON TIME: Hour
Hour blinking, using +/- to select, then OK

SET SWITCHING ON TIME: Minute
Minute blinking, using +/- to select, then OK

SET SWITCHING ON TIME: Days
Days blinking, using +/- to select, then OK

SET SWITCHING OFF TIME: Hour
Hour blinking, using +/- to select, then OK

SET SWITCHING OFF TIME: Minute
Minute blinking, using +/- to select, then OK

A maximum of 20 memory 
locations
can be occupied.
10 swithcing ON times
10 Switching OFF times

1
2
3
4
5
6
7

14

16

18

20

22

24

+ - Menu OKRes.

+1h

: Overview of daily switching program
: Setting of 24h or am/pm
: Summer/Winter clock changes
: Weekday display
: Switching status display ON/OFF
: Manual operation / advance ON / advance 
OFF
: Automatic operation
: Adjustment keys:
By pressing the key longer than 2 sec. you can 
adjust the timer in steps of 5 units
: Reset
: By pressing the Menu key programming is 
terminated and the system reverts to automatic 
operation
: Confirmation of programming

+/-

Res.
Menu

OK

Setting the timer

Setting of this programmable timer is depending of the 
user preference to use pre-set programs or defining 
own programming.

Using Pre-set 
programs
(first time installation)

User defined
programming 
by Menu mode

Using Reset key you can 
adjust the following values:

24h or am/pm

Time (hour & minutes)

Weekday

Pre-set programs 
P01-P03

Using Menu key you can 
adjust / review the 
following values:

24h or am/pm:

Time (hour & minutes):

Weekday:

Programs P--:

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

1 2

Sequence to follow after selecting programming by 
pre-set programs or Menu mode.

1
2
3
4
5
6
7

14

16

18

20

22

24

1 = Monday
2 = Tuesday
3 = Wednesday
4 = Thursday

5 = Friday
6= Saturday
7 = Sunday

0 246 22

ON

P01: Mo - Su, 1 x ON/OFF

1 21

1 21

1 21

OK
reset

Menu
Prog

Prog

Prog

POx
Prog

POx
Prog

P--
Prog

Prog

POx
Prog

POx
Prog

P--
Prog

VII. Time Clock 24-hr 7-day Program

!

!

OK
reset

Menu
Prog

Prog

POx
Prog

P--
Prog

del

+1h

Mode

Safety Precautions

▪The connection and installation of 
electrical devices may only be 
carried out by a qualified electrician.

▪Interventions in and changes to the 
device result in the voiding of the 
warranty claim.

▪Observe your national regulations 
and the respective safety provi-
sions.

▪Switch-off commands have priority 
over switch-on commands.

Safety Precautions

Program Structure

Symbols, keys

Setting the timer

Setting the 24h or am/pm 
clock, time and weekday

Pre-Set programs

Selecting pre-set 
programs P01 to P03

User defined programs

Deleting programs

Summer / Winter time

Automatic operation / 
fixed ON / fixed OFF

1

Set display format 24h or am/pm

Set Hour

Select 24h or am/pm (+/-) 
and confirm with OK.

Select hour (+/-) and confirm
with OK.

Set minutes

Select minutes (+/-) and confirm
with OK.

Set weekday

Select minutes (+/-) and confirm
with OK.

Pre-set programs

09/09 Pub. No. 400-H- 12 -
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1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

P--
Prog

User defined programs
Sequence to follow after setting time and weekday 
while running Menu mode or adding programs to the 
pre-set P01 to P03.

Set hour ON

Select hour (+/-) and confirm 
wqith OK.

Set minutes ON

Select minutes (+/-) and 
confirm with OK.

Set weekday ON

Select weekday (+/-) and 
confirm with OK.

 

Select Ch1 or Ch2 (+/-) and 
confirm with OK.

Set hour OFF

Select hour (+/-) and confirm 
with OK.

Set minutes OFF

Select minutes (+/-) and 
confirm with OK.

Set week day OFF

Should the OFF command 
be the same day of ON 
command then select Menu 
to terminate programming of 
select OK to go to a new 
program ON setting.

1 1 2

1 1 2

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4

6
5

7

1 1 2

Possible week blocks 
and individual days

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

1c 1b1a

1
2
3
4
5
6
7

14

16

18

20

22

24

1 1 2

1 1 2

1
2
3
4
5
6
7

14

16

18

20

22

24Ch 1

1 1 2

ON

Continued...
P--

Prog Continued...

0    3       Monday       20  24     3        Tuesday     20  24
OFF                                     OFF

Shift
Should the OFF command be the following day of ON 
command then select “+” key then select Menu or OK.

Example:
Mo-Fr
20:00 pm - 03:00 am ON
03:00 am - 20:00 pm OFF

Mo-Fr
20:00 pm - 03:00 am ON
Tu-Sa
03:00 am - 20:00 pm OFF

del

1
2
3
4
5
6
7

14

16

18

20

22

24

Select Menu, then select OK 
key until getting onto the ON 
time of the program you want 
to delete.

Select “--” with (-/+) key and 
confirm with OK.

Note:
Switching programs are 
deleted in ON-OFF pairs. If 
you delete a single ON 
instruction, the correspond-
ing OFF instruction is also 
deleted.

The +1h key is for the 
changeover from summer to 
winter time.

▪By pressing the +1h key 1 
hour is added to the current 
time.

▪+1h is shown on the display.
▪By pressing +1h again 1 
hour is subtracted from the 
current time.

The “+” key serves to change 
over between automatic, 
AUTO to override (OVR) ON 
and override (OVR OFF 
(CH1).

Deleting programs
1 2

1 1

1
2
3
4
5
6
7

14

16

18

20

22

24

2

+1h

1
2
3
4
5
6
7

14

16

18

20

22

24

Summer / Winter time

Mode

5
6
7

21

23

Mo
Tu
We
Th
Fr
Sa
Su

14

16

18

20

22

24
2

0 247 2012 14

ON

0 247 1 1812 14 02 22

ON

P02: Mo - Su, 2 x ON/OFF

P03: Mo - Su, 3 x ON/OFF

Programs P01-03

The switching on and off times for programs p01 to p03 
are preset (pre).The user can change these programs.

Individual program, P--
Under the menu option P-- you have the option of 
creating a user defined program. This program can be 
changed at any time. There are up to 20 memory 
locations available for 10 OFF and 10 ON commands. 
You can allocate a corresponding weekday or week 
block to each memory location.

Note:
For two channels version pre-set program is established 
in the two channels.

1 1

 

1a 1b

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

1
2
3
4
5
6
7

14

16

18

20

22

24

Selecting pre-set programs

Sequence to follow after setting time in the Reset 
mode.

Select pre-set program (-/+).

Once selected the program 
desired there are following 
options:

Menu
terminating programming

OK
Going through pre-set 
programs to modify selection 
(any program ON or OFF can 
be modified by using "+" or 
"-” keys and confirming with 
OK) or accept it with OK key 
to go to the next free memory 
location in order to add new 
user defined programs.

e.g. after selecting P02 you 
should also program:
Sa-Su  22:30 ON (prog05)
            23:00 OFF (prog06)

Prog

POx
Prog

1
2
3
4
5
6
7

14

16

18

20

22

24

1

P--
Prog

Continued...

User defined programs
Sequence to follow after setting time and weekday 
while running Menu mode or adding programs to the 
pre-set P01 to P03.

Set program ON

and confirm with OK.





LIMITED WARRANTY

06/09 Pub. No. 400-H

STEAMIST, INC. hereby warrants that its Steamist generators Models HC-9, HC-12, HC-15, and HS-18 are free from all defects 
in workmanship and materials for one (1) year from the date of purchase.

This warranty does not extend to damage caused by improper or negligent installation or use, or for any repairs attempted by 
any person other than an authorized Steamist dealer and shall be limited to the repair or replacement of defective parts by 
STEAMIST or its authorized dealers. After the unit has been disconnected and returned to STEAMIST's plant or to one of its 
authorized dealers warehouses, said repairs shall be without charge if within ninety (90) days of the date of purchase. After the 
expiration of ninety (90) days for the duration of the limited warranty period, there shall be a reasonable charge for labor incurred 
in connection with the repair or replacement indicated above.

Freight: Within the first ninety (90) days and with prior company approval, Steamist will pay all freight charges on items covered 
under our warranty. Thereafter and until the end of the warranty period, and with prior company approval, the customer is 
required to ship freight prepaid to Steamist's factory and Steamist will then ship freight prepaid back to customer.

This is not a service contract and this warranty does no include regular maintenance, cleaning or periodic check-ups, which are 
the sole and exclusive responsibility of the purchaser and are required as a condition of keeping this limited warranty in full force 
and effect.

This warranty shall not become effective unless the attached registration of Warranty is completed and returned to STEAMIST 
within fifteen (15) days of the date of installation.

This warranty is non-transferable and shall extend only to the original purchaser who shall have been named in the Registration 
of Warranty.
This warranty is void if any of the following should occur:

1. If the serial number has been altered or removed.
2. If the product is modified in any manner which STEAMIST concludes after inspection affects the reliability of the 
product.
3. If the product has been repaired or serviced by anyone not specifically designated and authorized by STEAMIST.
4. If the product is damaged because it is not operated or installed in accordance with supplied instructions.

The sole responsibility of STEAMIST under this warranty shall be limited to the repair of the product or replacement thereof, 
including parts, in the sole discretion of STEAMIST INC. The consumer's sole remedy shall be such repair of replacement as is 
expressly provided herein and under no circumstances shall STEAMIST be liable for any loss or damage be it direct or conse-
quential arising out of the use or inability to use this product.

THE FOREGOING IS IN LIEU OF ALL OTHER WARRANTIES AND SPECIFICALLY EXCLUDES AND DISCLAIMS 
EXPRESS AND IMPLIED WARRANTIES OF MERCHANTABILITY OR OF FITNESS FOR PARTICULAR USE OF 
PURPOSE. THERE ARE NO WARRANTIES WHICH EXTEND BEYOND THE DESCRIPTION ON THE FACE HEREOF 
AND NEITHER STEAMIST NOR ITS DEALERS ASSUMES OR AUTHORIZES ANY PERSON TO ASSUME FOR ANY 
OF THEM ANY OTHER OBLIGATION OR LIABILITY IN CONNECTION WITH SAID EQUIPMENT.

No warranty whether express or implied is given or made with respect to any accessory supplied by anyone other than 
STEAMIST.

Purchaser acknowledges that no other representations were made to him or relied on by him with respect to the quality and 
function of the generators.

Model No. ____________________ Serial No. ____________________ Date of Purchase ____________________
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Model
No.

Product
No. KW

Volts/
Phase/
Amps

Wire Size*
90ºC

 Copper AWG 
Shipping
Weight

HC-9

HC-12

HC-15

HC-18

Specifications Chart

60900
60901
60902
60903
60904
61200
61201
61202
61203
61204
61500
61501
61502
61503
61504
61800
61801
61802
61803
61804

9

12

15

18

Max.
Cu. Ft.

400

500

620

740

240/1/38
208/1/43
240/3/22
208/3/25
480/3/11
240/1/50
208/1/58
240/3/29
208/3/33
480/3/15
240/1/63
208/1/72
240/3/36
208/3/42
480/3/18
240/1/75
208/1/87
240/3/43
208/3/50
480/3/22

8
6
10
8
14
6
4
8
8
12
4
4
8
6
10
3
3
6
6
10

Water
Inlet 

Steam
Outlet Dimensions

22-1/2”x19”x28”

22-1/2”x19”x28”

22-1/2”x19”x28”

22-1/2”x19”x28”

140 lbs.

150 lbs.

150 lbs.

150 lbs.

1/2” NPT

1/2” NPT

1/2” NPT

1/2” NPT

3/4” NPT

3/4” NPT

3/4” NPT

3/4” NPT

Line
Fuse 

50
60
30
35
15
70
80
40
45
20
80
90
45
60
25
100
110
60
70
30

*Above wire sizes based on 90°C copper. Always follow national electric codes.
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