
Specifications

Features
5-year parts warranty - 2-year labor warranty
Generator typically can be installed up to 25 ft. from the 
bathing area
Diagnostic LED Displays 
Stainless Steel Construction
Solid-State Circuitry

Codes/Standards
UL 499
UL/CUL Listed
City of LA - Approved
City of New York - M.E.A. Approved
State of Mass. Approved

Important
In order for the InstaMist feature to function on model SM-8-IM, 
water must always be in the tank. For this reason the factory 
installed Auto Drain is NOT available with any InstaMist generators.

Required Equipment
TC-110, TC-135, TC- 125, TC-150, DSC-425, or DSP Controls

Required Electrical Service
Dedicated circuit required: See Specification Chart for proper 
electrical requirements

Product Information
Water Supply - ⅜" Compression Fitting
Steam Line - ¾" Brass BPT male thread
Pressure Relief Valve - ¾" NPT female thread
Drain Line - None required
Auto Drain - Factory installed option 
(Not available on InstaMist models)

Generator
Weight - 34 lbs.

Installation Notes
Steam Generators can be typically mounted within 25 ft. of 
the bathing area.
Steam Generators should be accessible for service.
Do not install generators outside, in moist, humid area or in 
an area where parts may freeze or corrode.
Steamhead to be mounted 18" above floor or 6" above rim 
of tub and as far from the seating area as possible.

Rough-in Notes
Access: 21" W x 18" D x 22" H (28" W with Auto Drain)
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*Refer to sizing guidelines to accurately determine the proper size generator for the installation.

Steam Generator Specification Chart

8.5 275 240/1/35
208/1/41
240/1/35
208/1/41

8
6
8
6

45
60
45
60

Model
Number

Product
Number

KW
Rating

Max. Cu. Ft.
Range*

Volts/Phase/
Max. Amps

Wire Size 90°C
Copper AWG

Line
Fuse

15" x 6" x 15½"

Dimensions
L x W x H

SM-8

SM-8-IM

8000
8001

8000-IM
8001-IM

®



WARNING 
HOLD THIS FITTING SECURELY WITH A PIPE 
WRENCH WHILE MAKING A PLUMBING 
CONNECTION TO THE WATER INLET IN ORDER 
TO PREVENT INTERNAL DAMAGE TO THE WATER 
SOLENOID VALVE. 009-1054 

C US ®  
LISTED 995C 

STEAMBATH GENERATOR 

MODEL NO. 

SERIAL NO. 

HEATER LOAD 
VOLTS PH MAX AMPS kW 

CONTROL CIRCUIT 
VOLTS AMPS 50/60 HZ 

SERVICE BY AUTHORIZED PERSONNEL ONLY 
A PRODUCT OF STEAMIST CO., RUTHERFORD, NJ 

ELDERLY PERSONS, PREGNANT WOMEN OR THOSE 
SUFFERING FROM HEART DISEASE, HIGH BLOOD 
PRESSURE, DIABETES OR NOT IN GOOD HEALTH MUST 
NOT USE THIS DEVICE UNLESS DIRECTED BY PHYSICIAN. 
ALSO STEAMBATHINGSHOULD BE AVOIDED WHILE 
INTOXICATED. 

SER NO. NO. SIZE 

IN. 

MODEL 
SET 

PSIG 

CAP 

LBS/HR 

009-2006 

IMPORTANT: 
INSTALL WITH ARROWS POINTING UP 
WARNING: Unit must be installed 
INDOORS, in a DRY, NON-FREEZING 
location and with arrows pointing up. 
Service by authrorized personnel only. 

NOTE: Read all instructions before installation 
CAUTION: To prevent internal damage hold all fittings 
securely while making plumbing connections. 
NOTE: See Wiring Diagram on reverse side of cover. 
CAUTION: Turn off electric before removing cover. 

NOTE: This is NOT intended to be used for space 
heating purposes. 009-1081 
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Dimensional Drawing Models: SM-8 / SM-8-IM
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East Coast Office: 25 E. Union Ave., East Rutherford, NJ 07073 • Tel: 800-577-6478 • Fax: 201-933-0746

West Coast Office: 315 W. Pondera St., Suite F, Lancaster, CA 93534 • Tel: 800-355-6478 • Fax: 661-940-1617 
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